RECOMMENDED PARTS

Temporary Shower Configuration
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Il o a 0 c Thread Sealing PTFE Plumber's Tape 1
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wraps of ‘| 1/2in.x 3/4in. Brass Push-to-Connect 1
9 = Washing Machine Angle Valve
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o ' o ' Single Wall Mount Handheld 1
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wraps of e 1/2 in. Push-to-Connect x FIP Brass 3
2 90 Degree Elbow Fitting
o 1/2 in. Push-to-Connect Brass 5
i 90 Degree Elbow Fitting
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o 5 1/2 in. Push-to-Connect x FIP 1
Brass Adapter Fitting
@ CE 1/2 in. Push-to-Connect x 3/4 in. 2
FIP Brass Adapter Fitting
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) 1/2 in. Push-to-Connect Brass 1
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ASSEMBLY STEPS
* Gather EcoSmart Mini-Tank, Installation Guide * Using 2" section of pipe, attach Mini-Tank cold * Attach %2" Push-to-Connect x %" FIP Brass
and Owner's Manual, necessary parts and water inlet to 2" Push-to-Connect Brass Tee Fitting to Shower Valve UP Thread.
recommended tools. Fitting. . " . . .
» Using a 2" section of /4" copper pipe connect
* Refer to EcoSmart Mini-Tank, Installation Guide * Using 2" section of pipe, attach %2" x %" Brass %" Push-to-Connect x /2" FIP Brass Fitting
and Owner's Manual to properly install the Push-to-Connect Washing Machine Angle Valve. to ¥2" Push-to-Connect x FIP Brass 90-degree
Temperature and Relief Valve. « Using a 2" section of pipe, attach 14" Push-to- Elbow Fitting.
* Apply 3 wraps of plumber's tape to Mini-Tank Connect Brass 90-degree Elbow Fitting. ° Using a 2" section of pipe, attach %2" Push-
temperature and pressure relief valve. . Aoply 3 f olumber's tane to both to-Connect Brass 90-degree Elbow Fitting to
. . PPly 2 wraps of pumboers tape to bo EcoSmart Mini-Tank assembly and then attach
* Apply 3 wraps of plumber’s tape to Mini-Tank threaded ends of Shower Valve. Sh | bl
. ower Valve assembly.
hot water outlet and cold water inlet. . . . . .
» Using pipe cutter, cut one 8" section of %2" pipe. . .
. . R . " ° Attach shower handle using provided Allen
° Using pipe cutter, cut six 2" sections of /2 « Attach 15" Push-to-C FIP B h
copper pipe. TIP: Hardware stores may cut pipe qct)tgc ’ ELIE 'tOF'. qnnectﬁ d rdass dof wrench.
for you when asked. Inquire when you purchase -aegree Elbow Fitting to threaded end o * Attach shower head.
. shower valve. DOWN?
your copper pipe.
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