
FLEXIBLE VENT
Contents of the Kit Installation Instructions

Installation Instructions for the 3" B-Vent Kit 
AP19355 / AP19356FLEX VENT MATERIAL IS ONLY FOR VERTICAL INSTALLATIONS

AP19615 (03/18)

 

 

 

 

 

 

 

 

 

 

Flex End Pipe, 
Gasket and 
Locking Ring 

3” or 4” Flex
(25', 35' or 50')

Spacer

Connector Ring

Centrocerin

Universal
B-Vent Cap 
with Gasket

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Cut the 3” flex (at the bottom of a male part) at the length of the B vent,
plus 2 ft. Attach spacers to the flex vent, every 6.5 ft. Pull flex pipe through
the B vent chase, inserting into the PVC or PP pipe fitting.

Slip the Locking 
Ring over the 3” 
Flex.

Trim 3” Flex flush with
Locking Ring. 

Connect Flex End Pipe into Locking Ring.

Push Universal B-Vent Cap (Part B)
over End Pipe and fasten at triangle tips
using 3 of the 1/2” screws provided. 

From Base Support, make the connection to the appliance with rigid 
components, following  Horizontal Installation  instructions.
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Mount exhaust venting to go from unit
to B Vent Chase (up to a maximum of �fteen
(15) equivalent feet.
Rigid pipe must be secured to �oor joist, so that 
there is no stress on �ex vent.

 

 

 

 

 

Existing B-Vent

 

 

 

 

 

 

 

 

 

 

Flex Installed
inside Existing

B-Vent 

Existing B-Vent

Slide B-vent cap(part A) over 3”
flex and use three ½ long screws
provided, to fasten B-vent cap to B
vent in the appropriate
recessed step. 
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Part A

Part B

Rigid
Components 

Adapter and
elbow are

added after
flex vent

is inserted
through B Vent.

PVC to PP Adapter

PVC 90° Elbow
 

 

Note: Flex
vent should
not extend 
outside B-vent


